
Elbow filling 
DN50

PVC Valve
DN25 or DN50

Antivortex Securtex 
and glue sleeve 

DN100

Guillotine valve 
with or without symmetrical connection

50, 80 or 100mm

Rainwater harvesting and 
water storage solutions

Built to Last

Smart Engineering

sales@economad.co.uk

www.economad.co.uk

EcoNomad Solutions Ltd
Harpenden, England, UK

Hydrophobic coating 
Resists wear and boost durability
Anti-UV & Anti-Fungal
Withstands sun and microbial 
growth. Models suitable for 
drinking water (special models 
available upon request)

Reinforced Valve Points 
Designed for pressure and 
frequent use
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Flexible Tank Design 
Adapts to your space and needs
Factory-Assembled Accessories 
Leak-proof and installation-ready
High Mechanical Quality
Strong yet lightweight

AquaNomad®

DN 140 visiting hatch with 
DN 50 fluted connection

Safety overflow (25mm 
diameter)

1 grey gutter collector SWS

2 hose clamps

DN 50 spiral hose (lenght 
adapted to the volume of 
the tank)

DN 26/34 PVC 1⁄4 turn 
valve
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sales@economad.co.uk

Contact us for
quotes or further
information!

• Affordable solution

• Total protection

• Simple, quick 
installation

• Compact and foldable

• Fully overground, no 
supporting structures 
required

AquaNomad®

• We offer a variety of bespoke sizes 
and dimensions, from 1 to 2500m³

• Rainwater diverters and other 
accessories available

• We ship worldwide

Rainwater harvesting and 
water storage solutions


